
STANDARD LENGTHS:
7.5 mtrs, 15 mtrs, 18.3 mtrs, 22.5mtrs & 30 mtrs

1 1/2" (38mm)

2" (50mm)

2 1/2"(63mm)

2 3/4"(70mm)

SIZE(in)
Proof Pressure

(PSIG)
Burst Pressure(PSIG)

(min)

325

325

325

325

550

550

550

550

CRC SUPER SYNTHETIC  FIRE HOSE

CRC Super Synthetic Fire Hose is made out of High Tenacity Synthetic Yarn to ensure fool proof performance
The lining is seamless type of EPDM rubber compound for excellent protection against ageing and tackiness.
The Synthetic jacket of the hose is completely inert against attacks from mildew and fungus. Moreover, being a
100% synthetic it can be dried very easily o form small and compact rolls which can stored and moved
around easily.
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Approval :

Application :

100% Polyester
Rot Proof
Withstands high pressure
Resistance to abrasion, ageing, ozone, heat, sea water
High Kink resistance
Outstanding adhesion
Flexible Compact Robust Flat Folding Easy Cleaning

ISI marked under IS 636 : 2018 Type 1
Manufactured under ISO 9001:2015 quality systems

Fire brigades, Refineries Industrial Plants Power Plants Sailing Vessels
Other Prevail Industries

AN ISO 9001 : 2015 COMPANY

IS : 636

TYPE 1

CHHATARIYA RUBBER & CHEMICAL INDUSTRIES

Website : www.chhatariya.in

23A, Suryodaya Mills Compound, 96 Tardeo Road, Mumbai - 400 034

90/1, GIDC ESTATE, MAHUVA - 364 290  INDIA
PH.NO.+91-2844 - 246045 / 246365

INDIA
PH.NO.+91-22-23513705 / 23521313 / 23510849  E-MAIL : chhatariya1@gmail.com

E-MAIL: crcad1@gmail.com
Factory :

Be 100% sure.

No trial. No error.


